
PRODUCT DATA

GULF WESTERN
THE TOUGH AUSTRALIAN

Solvent-Based Degreaser
Description
Solvent based degreaser designed to remove oil, grease and grime from engine
parts, automotive applications, transport, lawn mowers, chain saws, concrete
and much more.

•   Mixable with water.

Storage
All packages should be stored under cover to avoid the possible ingress of water
and the obliteration of drum markings. Products should not be stored above 60°C.

Health, Safety and Environment
Worksafe

UN 1223, PG III according to the Australian Dangerous Goods Code ADG7. This
criteria of the NHMRC.

Health, safety and environmental information is provided for this product in
the relevant Materials Safety Data Sheet, which can be obtained by contacting
Gulf Western Phone: 02 9673 9600.



Solvent-Based Degreaser

Typical Characteristics
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Density @ 15°C  ASTM D1298  kg/L  0.80
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Kinematic Viscosity

 A/N tSc 544D MTSA C°04 @    

    @ 100°C  ASTM D445  cSt  N/A

Viscosity Index  ASTM D2270  -  -

Pour Point 

Pack Sizes Available:
205lt - 40008, 20lt - 42008

 ASTM D97  °C  -30

Flash Point (COC)  ASTM D92  °C  >42
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ACN 087 558 398

THE TOUGH AUSTRALIAN

Health, Safety and Environment (continued)

Contains: KEROSENE, 93%
CAS 8008-20-6
Risk Phrases
- R65 Harmful: may cause lung
  damage if swallowed.

Safety Phrases
- S2 Keep out of reach of children
- S23 Do not breathe vapour
- S24 Avoid contact with skin
- S62 If swallowed, do not induce
  vomiting, seek medical advice
  immediately and show this
  container or label.

Premium Quality Lubricating Oils (Aust.) Pty LTD
92 – 96 Links Rd, St Marys, NSW 2760 PO Box: 515 Kingswood, NSW 2747 

Phone:  02 9673 9600   Fax:  02 9673 9696
Email:  sales@gulfwestern.com.au
Web:  www.gulfwestern.com.au

T  constitute any legal liability.


